IN AND FOR THE CITY OF BROOKINGS
STATE OF OREGON

ORDINANCE NO. 11-0-684

IN THE MATTER OF ORDINANCE NO. 11-0-684, AN ORDINANCE AMENDING CHAPTER 7:
TRANSPORTATION SYSTEM PLAN, STREET DESIGN STANDARDS, OF THE BROOKINGS
TRANSPORTATION SYSTEM PLAN.

Sections:

Section 1.  Findings

Section 2. Amendments
Section 3 Severance Clause
Section 4 Effective Date

The City Council for the City of Brookings ordains as follows:

Section 1.  Findings.

ik

2,

The Brookings Transportation System Plan is in need of being updated to incorporate
the street standards adopted by the City Council on January 10, 2011.

Staff sent the 45 day notice to DLCD as required under ORS 197.610 for post
acknowledgment plan amendments for the proposed changes to the Transportation
System Plan.

Staff conducted a public hearing before the Brookings City Planning Commission on
October 4, 2011. The Commission recommended approval to the City Council.
Following public notice, as required by law, the Brookings City Council conducted a
hearing on the proposed amendments on Monday, October 24, 2011 at 7:00 P.M. at
Brookings City Hall. Approval was given to revisions to Chapter 7: Transportation
System Plan, Street Design Standards, of the Transportation System Plan.

Section 2. Amendments

The City of Brookings Transportation System Plan (Ordinance No. 02-0-548,

Attachment “G2”, and its subsequent amendments) is amended as shown by the attached
changes to Chapter 7: Transportation System Plan, Street Design Standards, of the
Transportation System Plan.

Section 3.  Severance Clause

If any section, subsection, sentence, clauses or phrases of this ordinance is, for any

reason, held to be unconstitutional or otherwise invalid, such decision shall not affect the
validity of the remaining portions or this ordinance.
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Section 4.  Effective Date

This ordinance shall take effect 30 days following its passage.

First reading: M% Z%Z@//
Second reading: %,é&t Zf 9
&

Passage:

Effective date M_@/

2 =
Signed by me in authentication of its passage this 2,(( day of 7 , 2011.
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US Highway 101 South of the City Limits

It is important to note that there is strong support in the community for extending the center
turn lane on US 101 south for approximately five miles to the Oregon-California border. David
Scott presented the consultant with a petition signed by over 300 citizens in favor of this
improvement. Their understanding is that ODOT currently has sufficient right-of-way for a five-
lane segment, and that no land acquisition would be required.

Bike Lanes

In cases where bikelanes are proposed within the street right-of-way, 10 feet of roadway
pavement (between cutbs) should be provided for a 5 foot bikelane on each side of the street.
The striping should be done in conformance with the State Bicycle and Pedestrian Plan (1995). In
cases where curb parking will exist with a bike lane, the bike lane will be located between the
parking and travel lanes. In some situations, cutb parking may have to be removed to permit a
bike lane.

The bikelanes on new streets, or streets to be improved as part of the street system plan, should
be added when the improvements are made. Project prioritization is found in Chapter 7, TSP,
“Priority of Proposed Facilities”.

On arterial and collector streets that are not scheduled to be improved as part of the street system
plan, bike lanes may be added to the existing roadway at any time to encourage cycling, or when
forecast traffic volumes exceed 2,500 to 3,000 vehicles per day. The striping of bike lanes on
streets that lead directly to schools should be high priority.

Sidewalks

A complete pedestrian system should be implemented in the utban portion of Brookings.
Sidewalk layout is shown on the cross sections in Figure 7-1 through Figure 7-3. Sidewalks should
have a 5 foot wide paved width. In addition, pedestrian and bicycle connections should be
provided between any cul-de-sac or other dead-end streets, if possible.

When sidewalks are located directly adjacent to the curb, they can include such impediments as
mailboxes, street light poles, and sign poles, which reduce the effective width of the sidewalk.
Sidewalks buffered from the street by a planting strip eliminate obstructions in the walkway,
provide a more pleasing design as well as a buffer from traffic, and make the sidewalk more
useable for disabled persons. To maintain a safe and convenient walkway for at least two adults, a
five-foot sidewalk should be used in residential areas.

Another essential component of the sidewalk system is street crossings. Intersections must be
designed to provide safe and comfortable crossing opportunities. This includes not only signal
timing (to ensure adequate crossing time) and crosswalks, but also such enhancements as curb
extensions as traffic calming measures and to decrease pedestrian crossing distance.



Brookings Local Residential Streets
Minimum Street Standards

(Unlimited dwellings taking access)
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Figure 7-1



Commercial / Industrial Streets

Brookings Commercial Streets
Minimum Street Standards
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Figure 7-2



Residential Collector

Brookings Residential Streets
Minimum Street Standards
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Figure 7-3



Brookings Hillside Streets
Minimum Street Standards
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Figure 7-4



